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rubber:  flat rubber bung 
case: without vent, coated 
print image: case bottom print, polarized 
model: SMD (Chip) in blister belt 

 
Special data sheet

 

 

ERSH
 

Aluminium electrolytic capacitor - ERSH 300µF 35V SMD (Chip) 
(polarized, insulated, pulse proof) 
ID-number: Please contact us 

     date of issue 2018-06 
 

 

 

Generic specification:     Special ratings: 
DIN EN 60384-1      

Type: ERSH 300 µF / 35 V   ± 20% 

Sectional specification:    tan δ 100Hz +20°C                ≤   0,12 

DIN EN 60384-18     ESR 100kHz +20°C (typical)  ≤   0,11 Ω 

without quality assessment    Z 100kHz,+20°C                  ≤   0,45 Ω 

       Z 100kHz,+20°C (typical)      ≤   0,11 Ω 

Approval:      Ira +20°C 5 min                ≤ 24,00 µA 

AEC-Q200      Ira +20°C 5 min (typical)      ≤   2,00 µA  

       I~ +125°C 100kHz ∆t 3K ≤   1,13 A* 

Opering temperature range:    I~ +125°C 100kHz ∆t 10K  ≤   2,06 A* 

-55 to +150°C      I~ +125°C 100Hz ∆t 3K  ≤   0,58 A* 

       I~ +125°C 100Hz ∆t 10K  ≤   1,05 A* 
Climatic category:      
55/150/56      * refer to continuous load 
        
Endurance at least:     Packaging: 

min. 2.048.000 h at ≤ +  40°C     
min.        1.000 h at    +150°C    - supplied in blister tape on reel 
       - 300 components / roll (1 packaging unit) 
Attachment:      - 9 roll (minimum order quantity) 
Drawing Z-KRS11-07, Blister Tape      
           
        

FROLYT Kondensatoren und Bauelemente GmbH  
ISO 9001 
 

Tel:     +49 3731 571-300 
Fax:     +49 3731 571-317 
Home adress:    Dammstraße 46, Germany-09599 Freiberg / Saxony 
Website:    www.frolyt.de 
e-Mail:     info@frolyt.de    
          
 
 
 
            

Dimensions [mm]: 
 
A:  10,20 
B:  10,20 
C: 11,00 
Dmax: 10,05 
L: 12,50 
W:   0,8 – 1,1 
P:   4,5 

Soldering on PC board 

Dmax 
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